
FC-X .198 ID x .500 OD (5mm ID x 12.7mm OD)

FC-XH .250 ID x .610 OD (6.4mm ID x 15.5mm OD)

EC-1 .090 ID x .180 OD (2.3mm ID x 4.6mm OD)

EC-1-4MM .090 ID x .157 OD (2.3mm ID x 4mm OD)

EC-2 .065 ID x .185 OD (1.7mm ID x 4.7mm OD)

EC-3 .175 ID x .340 OD (4.4mm ID x 8.6mm OD)

EC-4 .300 ID x .460 OD (7.6mm ID x 11.7mm OD)

EC-5 .400 ID x .600 OD (10mm ID x 15mm OD)

EC-6 .550 ID x .750 OD (14mm ID x 19mm OD)

FC-XH-LW .354 ID x .750 OD (9mm ID x 19mm OD)

FC-X-SW .090 ID x .353 OD (2.3mm ID x 9mm OD)

EL-HTL-187-090 .090 ID x .187 OD (2.3mm ID x 4.75mm OD)

EL-HTL-187-062 .062 ID x .187 OD (1.6mm ID x 4.75mm OD)

EL-HTL-187-125 .125 ID x .187 OD (3.2mm ID x 4.75mm OD)

EL-TL-187-090 .090 ID x .187 OD (2.3mm ID x 4.75mm OD)

EL-TL-187-125 .125 ID x .187 OD (3.2mm ID x 4.75mm OD)

BLACK EXTRA FLEXIBLE CONDUIT INSIDE DIAMETER

INSIDE DIAMETER

INSIDE DIAMETER

INSIDE DIAMETER

BLUE POLYMER CONDUIT

HIGH TEMPERATURE POLYMER TORCH LINERS

STEEL SPRING OVAL WIRE TORCH LINERS

CONDUIT & TORCH LINERS SIZE REFERENCE CHART
Actual Size
Shown
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